
Avantgates Catalogue 10.2019102 



Avantgates Catalogue 10.2019 103 

Mobile

OPTIONAL

VERSION LENGHT
(max.)

HEIGHT
(max.)

OPENING
TIME (sec.)

OPERATING
TEMPERATURE MAINTENANCE BRC

SUITABLE

INDUSTRIAL
1 7,50 2,50 15 ÷ 40 EASY YESRESIDENTIAL

TECHNICAL DATA

FEATURES
ENG:  Indicated to close all those temporary passa-
ges in construction sites, events in general. Easy to 
transport, install and remove.

DEU: Indiziert, um alle diese temporären Passagen auf 
Baustellen zu schließen, Ereignisse im Allgemeinen. Ein-
fach zu transportieren, zu installieren und zu entfernen.

FRA: Indiqué pour fermer tous ces passages tem-
poraires sur les chantiers de construction, événe-
ments en général. Facile à transporter, installer et 
enlever.

ITA: Indicato per chiudere tutti quei varchi tem-
poranei in cantieri da costruzione, manifestazioni 
in genere. Facile da trasportare, installare e rimuo-
vere.

MOTORS

-20° +65°
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Avantgates 1.x R V50-STD Mobile Avantgates 2.x I Evo V-STD Mobile Avantgates 3.x I Evo V-DA Mobile

Avantgates 3.x R Eco AFI-C Mobile 

Avantgates 4.x I HB V-STD Mobile

Avantgates 3.x R Eco AFI-TB Mobile 

Mobile
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up to
2,00 mt.

up to 6,10 mt. (net passage)

Mobile

up to
2,00 mt.

up to 5,03 mt. (net pass
age)


