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1.x R
ENG:  Particularly suitable in cases where COM-
PACTNESS, OPENING SPEED and ECONOMY are 
required.

TECHNICAL DATA

VERSION MOTORS LENGHT
(max.)

HEIGHT
(max.)

OPENING
TIME (sec.)

OPERATING
TEMPERATURE MAINTENANCE BRC

SUITABLE

RESIDENTIAL 1 5,75 2,00 15 -20° +65° EASY YES

OPTIONAL

DEU:  Besonders geeignet um FESTIGKEIT, ÖFFN-
UNGSGESCHWINDIGKEIT und KOSTENWIRK-
SAMKEIT zu fordern.

FRA: Particulièrement adapté aux cas où la COM-
PACITÉ, la VITESSE D’OUVERTURE et l’ÉCON-
OMIE sont nécessaires.

ITA: Particolarmente indicato  nei  casi in cui si ne-
cessiti di COMPATTEZZA, VELOCITÀ DI APER-
TURA ed ECONOMICITÀ.

FEATURES
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u Avantgates 1.x R V50-STD v Avantgates 1.x R V50-XL

NOTA BENE: 

Frequenza di utilizzo - Frequency of use

Dimension
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5,75 1,25 ÷ 1,60
5,75 1,25 ÷ 2,00

WITH
INVERTER

WITH
INVERTER

15

15
R
R

R
R

Q
Q

Avantgates 1.x R V50-STD
Avantgates 1.x R V50-XL

u
v

40x20 mm - Aluminium
40x20 mm - Aluminium

1.x R

i cancelli serie V50-STD e V50-XL possono essere ordinati an-
che in versione DOPPIA.

the gates V50-STD and V50-XL series can also be ordered in 
DOUBLE version.

NOTE:
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TABELLA INGOMBRI

1.x R V50-STD 1.x R V50-XL

1.x R


