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3.2 R Eco LC

VERSION LENGHT
(max.)

HEIGHT
(max.)

OPENING
TIME (sec.)

OPERATING
TEMPERATURE MAINTENANCE BRC

SUITABLE

RESIDENTIAL 1 4,235 1,80 15 EASY YES

OPTIONALTECHNICAL DATA

MOTORS

-20° +65°
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The residential gate 
that opens in 15 seconds !

AVANTGATES EVO...lution
Standard electronic components from the major manufacturers on the market can be installed on the 3.2 
R Eco LC series of gates.

Sulla serie di cancelli 3.2 R Eco LC è possibile installare componenti elettronici standard dei maggiori 
costruttori presenti sul mercato.

Les composants électroniques standards des principaux fabricants du marché peuvent être installés sur la 
série de portails 3.2 R Eco LC.

Auf der Torserie 3.2 R Eco LC können Standard-Elektronikkomponenten der wichtigsten Hersteller auf dem 
Markt verbaut werden.

3.x I3.2 R Eco LC

ACCESSORIES - ACCESSORI
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3.x I3.2 R Eco LC

STANDARD POWDER COATING
VERNICIATURA A POLVERE STANDARD

9010
PURE WHITE

9006
WHITE ALUMINIUM

7016
ANTHRACITE GREY
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3.x I3.2 R Eco LC

Dimension
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4,235
4,235

1,20 ÷ 1,80
40x20 mm - Aluminium

Avantgates 3.2 R Eco LC
Avantgates 3.2 R Eco LC PNL
Avantgates 3.2 R Eco LC PNL-C
Avantgates 3.2 R Eco LC VF-STD 
Avantgates 3.2 R Eco LC VL-STD
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a richiesta - on demand4,235
4,235
4,235

1,20 ÷ 1,80
40x20 mm - Aluminium

3.x I3.2 R Eco LC

DIMENSIONS
INGOMBRI

3.2 R Eco LC VF-STD

DIMENSIONS
TABELLA INGOMBRI

Avantgates 3.2 R Eco LC 
CARICO MASSIMO AMMISSIBILE 160 kg

MAXIMUM ALLOWABLE LOAD 160 kg (353 lb)

NOTA BENE: è possibile applicare sulla trave inferiore 
qualsiasi tipo di recinzione in commercio. 

it is possible to apply on the lower beam 
any type of fence on the market.

NOTE: 

3.2 R Eco LC VL-STD

Laser sensors

DIMENSIONS
TABELLA INGOMBRI
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3.x I3.2 R Eco LC

SLOPE - PENDENZA

NOTA BENE: I cancelli serie LC, LC PNL, LC PNL-C, LC VF-STD e LC VL-STD possono essere ordinati anche in versione DOPPIA.

The gates LC, LC PNL, LC PNL-C, LC VF-STD and LC VL-STD series can also be ordered in DOUBLE version.NOTE: 

ALLOWED! - CONSENTITO! NOT ALLOWED! - NON CONSENTITO! 

DOUBLE VERSION - VERSIONE DOPPIA

“Opposite doors” version “Back to back” version
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